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RESUMO

A seringueira, uma das maiores fontes de borracha natural, tem sido utilizada em cultivos arboreos
manejados e é considerada como suplemento de madeira no final do ciclo produtivo de latex. Este
trabalho estudou a madeira dos clones IAN-873, IAN-717, AVROS-1301 e GT-711 de Hevea brasiliensis
MillL.Arg., coletados no estado da Bahia, por meio de ensaios fisicos e mecanicos. A densidade
basica variou de 0,47 a 0,51g/cm?, indicando que a madeira € de media densidade. Os valores
encentrados, para a razao contracac tangencial/contracao radial, classificam as madeiras dos
clones GT-711, AVROS-1301 e IAN-873 como moderadamente estdveis e a do clone IAN 717 como
muito instavel. Os resultados dos ensaios mecanicos, realizados em condigac seca, apresenta-
ram diferencas significativas apenas para as propriedades: compressao perpendicular (IAN-717) e
dureza paralela (IAN-873), enguanto que os resultados desses ensaios em condicao verde apre-
sentaram diferengas significativas para as propriedades: fendilhamento, dureza perpendicular,
compressao paralela, modulo de elasticidade e modulo de ruptura, em nivel de 95% de probabili-
dade. Com base nos resultados da caracterizacio tecnolégica conclui-se que a madeira dos quatro
clones de Hevea estudados € indicada para uso em construgéo leve, moveis, artigos domeésticos
decorativos e utilitarios, caixas e engradados, brinquedos, palitos de fosforos e chapas.
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WOOD EVALUATION OF Hevea erasiiiensis CLONES ey TECHNOLOGICAL
CHARACTERIZATION

ABSTRACT

The rubberwood tree, one of the largest sources of natural rubber, has been used in managed
plantations and it is considered as wood supplementary resource in the end of the productive cycle
of latex. This work studied the wood of the clones IAN-873, IAN-717, AVROS-1301 and GT-711 of
Hevea brasiliensis Mull.Arg., collected in the state of Bahia, by means of their physical and mechanical
characterization. The basic density ranges from 0.47 to 0.51 g/em?® classifying the wood as medium
dense. The values found for the ratio of tangential to radial shrinkage classify the wood of the clones
GT-711, AVROS-1301 and IAN-873 as a moderately stable and the one of the clone IAN 717 as very
unstable. The results of the mechanical tests , accomplished in the dry condition, presented significant
differences for the properties compression perpendicular to the grain (IAN-717) and side Janka
hardness (IAN-873); while the results of the tests in green condition, presented significant differences
for the properties maximum cleavage strenght, end Janka hardness, compression parallel to the
grain, modulus of elasticity and modulus of rupture, at 95% level. Based upon the results of the
technological characterization the wood of the four studied clones can be indicated for the following
end-uses: light construction, fumniture, household utensils, boxes and crates, toys, matches and
paneling.
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